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Notified body No. 1070

Certificate of conformity of the factory production control (FPC)

to70-cPR-207

In compliance with Regulation 305/2011,/ EU of the European Parliament and of the Council of
9 March 2011 (the Construction Products Regulation or CPR), this certificate applies to the
construction product

EN 312 - Particleboard

Type P4 Thickness range > 10-L3 mm
Type P5/P6 Thickness range > 13-25 mm
Type P6 Thickness range > 20-25 mrn
Type P6 Thickness range > 32-40 mm
TypePT Thickness range > 10-25 mm

Formaldehyde Class EL

Formaldehyde Class EL

Formaldehyde Class E1

Formaldehyde Class E1

Formaldehyde Class E1

produced by

Forestia AS
NO-2435 Braskereidf oss

Norway

and produced in the manufacturing plant

Forestia AS, Braskereidfoss
NO-2435 Braskereidfoss

Norway

This certificate attests that all provisions concerning the assessment and verification of constancy of
performance described in Annex ZA of the standard

EN 1398622004+Al?2015

under system 2+ lor the performances set out in this certificate are applied and that the factory
production control fulfils all the prescribed requirements for these performances.'.

This certificate was first issued on 2004-03-05 (under the CPD) and will remain valid as long as the
test methods and/or factory production control requirements included in the harmonised standard,
used to assess the performances of the declared essential characteristics, do not change, and the
construction producf and the manufacturing conditions in the plant are not modified significantly,
unless suspended or withdrawn by the factory production control certification body.
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